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Model Routist�R2
Bit�depth

/Sample�rate
24bit/ 9 kHz

I/O 1�x�XLR/TRS�Combo�Input,��1�x�1/8"�Phone�Jack,��2�x�1/8"�Headphone�Outputs,��1�x�1/8"�Monitor�Output,�1�x�USB
C�port,�1�x�USB�C�OTG�port

Phantom�Power 48V

Buttons 48V�Switch,�Instrument�Switch

Knobs Gain,�Monitor,�Headphone

Dimensons 5.03�×�4.80�×�1.49(inch)

Accessory Quick�Start�Guide,��TRRS�1/8"�to�TRRS�1/8"�cable,���USB�A�to�USB�C�cable

9



1 2 3 4

5





型号 Routist�R2

位深度/采样率 24bit/ 9 kHz

I/O接⼝ ⼀个XLR/TRS混合接⼝、⼀个3.5mm⼿机接⼝、两个3.5mm⽴体声⽿机输出、⼀个3.5mm监听输出接⼝、⼀个
USB�C接⼝、1个USB�C�OTG接⼝、

幻象电源 48V

按钮 ⼀个48V开关、⼀个INST⾼阻抗模式开关

旋钮 ⼀个输⼊增益旋钮、⼀个输出⾳量旋钮、⼀个⽿机⾳量旋钮

尺⼨ 128�×�122�×�38(mm)

附件 快速⼊⻔⼿册、�TRRS�3.5mm转TRRS�3.5mm连接线�、USB�A转USB�C连接线
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