




Content MI3 MI5
type

Frequency response(-3dB) 70Hz-25kHz 50Hz-25kHz

SPLMAX@1m 98dB 103dB

HF driver 3/4 "silk dome 1"silk dome

LF driver 3”fiberglass woven cone 5”fiberglass woven cone

Frequency points 2.0kHz 2.5kHz

Amplifier type

Amplifier qty

Standby power (one pair) 4.8W 6.8W

HF output power (1pc) 10W 15W

LF output power (1pc) 20W 35W

Total output power (1 pair) 80W(Peak)    60W(RMS) 150W(Peak)    100W(RMS)

High frequency adjustment -2db, -1db, 0dB, 1db@2.5khz above

jack

2 x RCA Unbalanced input

1/8”stereo input

4-pin speaker output

2 x 1/4” balanced input

2 x RCA Unbalanced input

1/8”stereo input

4-pin speaker output

bluetooth

Dimension 152 x 119 x 165 239 x 171 x 256

Net weight(kg) 3.1kg (host:1.77kg,vice:1.33kg) 7.62kg(host:4.14kgvice:3.48kg)

Class-D

4

Bluetooth v4.0�Compatible with A2DP protocol

Two frequency division active monitoring speaker











内容 MI3 MI5
类型

频率响应(-3dB) 70Hz-25kHz 50Hz-25kHz

最大声压级@1米 98dB 103dB

高音单元 3/4”丝膜球顶 1”丝膜球顶

低音单元 3”玻璃纤维编织盆 5”玻璃纤维编织盆

分频点 2.0kHz 2.5kHz

功放类型

功放数量

待机功率（一对） 4.8W 6.8w

高频输出功率(1只) 10W 15W

低频输出功率(1只) 20W 35W

总输出功率(1对)： 80W(Peak)，60W(RMS) 150W(Peak)，100W(RMS)

高频调节

蓝牙

尺寸(mm) 152 x 119 x 165 239 x 171 x 256

净重(kg)
3.1kg (主:1.77kg，

副:1.33kg)

7.62kg (主:4.14kg，

副:3.48kg)

2分频有源监听音箱

Class-D

4

-2dB,-1dB,0dB,+1dB@2.5kHz以上

接口

Bluetooth v4.0，兼容A2DP协议

2 x RCA非平衡输入

1/8”立体声输入

4-pin扬声器输出

2 x 1/4”平衡输入

2 x RCA非平衡输入

1/8”立体声输入

4-pin扬声器输出
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